TECHNICAL INFORMATION

LEDERTECHNIK

Binder A90

Typ: Acrylat-Mischpolymerisat

Festkorper: ca. 35%

pH-Wert: ca.5

Eigenschaften: Binder A90 ist ein selbst-
vernetzendes Acrylatmischpolymerisat mit

hervorragenden physikalischen Echtheiten.

Binder A90 gibt zahelastische, trockene,
hochflexible Zurichtfilme mit guter Haft-
festigkeit und sehr natirlichem Leder-
charakter, die sehr gut millbar sind.

Bei Mischung mit PU-Dispersionen und
Bindern, die einen héheren pH-Wert haben
(um 8), kann es zu Unvertraglichkeiten
kommen, weshalb wir unbedingt Vorver-
suche empfehlen und Binder A90 eventuell
vorzuverdinnen.

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufriihren.

TECHNICAL INFORMATION

Type: acrylate mix polymerisate

Solid content: approx. 35%

pH-value: approx. 5

Properties: Binder A90 is a self
crosslinking acrylate mix polymerisate with
excellent fastnesses. Binder A90 achieves
viscous-elastic, dry and highly flexible films
with good adhesion properties, preserving
the natural character of the leather,
allowing long milling. Combinations with
PUR dispersions and resins having a
higher pH-value (approx. 8) can lead to
imcompatibility, therefore we recommend
tests before application and eventually
diluting Binder A90 prior to blending.

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 12 months
in well sealed containers.

Stir well before use.
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