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Polytongrund  991

Typ: Polyurethandispersion
aromatisch

Festkörper: ca. 44%

pH-Wert: ca. 8

Eigenschaften: Polytongrund 991 ist eine
sehr weiche, aromatische PU-Dispersion,
die spezeill für die Haftverbesserung ent-
wickelt wurde. Polytongrund 991kann
allein, nur mit Wasser verdünnt, als
Haftgrund vor der Grundierung gespritzt
werden um optimale Haftwerte zu garan-
tieren. Anteilsmäßig in der Grundierung
eingesetzt erzielt man ebenfalls eine
deutliche Adhäsionsverbesserung.

Lagerung: +2°C to +30°C
frostempfindlich
kein Gefahrengut

Lagerzeit: 6 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrühren.

Type: polyurethane dispersion
aromatic

Solid content: approx. 44%

pH - value: approx. 8

Properties: Polytongrund 991 is a very soft
aromatic PUR dispersion specially
developed to improve the adhesion on all
types of leather. It can be sprayed either
alone - only thinned with water - as
adhesion base or applied as addition in the
bottom coat to improve the adhesion.

Storage: +2°C to +30°C
sensitive to frost
no dangerous good

Shelf life: 6 months
in well sealed containers.

Stir well before use.


