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Ölgrund  MG

Typ: Wachs-Öl- Mischung 
in Lösungsmittel

Wirksubstanz: 100%

Eigenschaften: Ölgrund MG kann allein
am Roller Coater kalt appliziert oder mit
Solvent verdünnt gespritzt werden. Man
erhält einen sehr schönen fettigen Griff. Auf
Nubuk Leder erzeugt Ölgrund MG einen
schönen Schreibeffekt. Heiß gebügelt
erreicht man einen leichten Pull-up Effekt.
Ölgrund MG kann zur Griffeinstellung und
für diverse Effekte in jedem Verhältnis mit
anderen DLH Ölen gemischt werden.

Lagerung: +2°C to +30°C
frostfest
flammbar

Lagerzeit: 12 Monate
in gut verschlossenem Gebinde.

Vor Gebrauch gut aufrühren.

Type: wax oil mixture
in solvents

Active substance: 100%

Properties: Ölgrund MG can be applied
pure at room temperature by Roller Coater,
or thinned with solvents by spraying,
producing a nice greasy feel. On Nubuck
leather a good writing effect is achieved.
Hot plating produces a slight pull-up effect.
Ölgrund MG can be mixed in all ratios with
other DLH oils to adjust feel and effects.

Storage: +2°C to +30°C
frostproof
flammable

Shelf life: 12months
in well sealed containers.

Stir well before use.


